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CASA AD Biweekly 23/2012 – 15 November 2012 
The Civil Aviation Safety Authority has published the following Airworthiness Directives between  
2 November and 15 November 2012. 

Rotorcraft  
Eurocopter BO 105 Series Helicopters 

2011-0091R2 - Main Rotor Drive - Main Gearbox - Inspection 

Below 5700 kgs  
Univair Corporation Ercoupe, Forney, Alon, and Mooney M10 Series Aeroplanes 

2012-08-06 (Correction) - Aileron Flutter - Inspection 

Above 5700 kgs  
Airbus Industrie A319, A320 and A321 Series Aeroplanes 

2012-0236 (Correction) - Navigation - Angle of Attack (AoA) Sensors - Replacement / Modification 

Bombardier (Boeing Canada/De Havilland) DHC-8 Series Aeroplanes 
CF-2012-27 - Cracking of the Nacelle Lower Longeron 

British Aerospace BAe 146 Series Aeroplanes 
2012-0191R1 - Time Limits / Maintenance Checks - Nose Landing Gear Main Fitting Life Limitation - 
Implementation 

Fokker F27 Series Aeroplanes 
2012-0238 - Placards and Markings - Passenger and Cargo Compartments Exit Signs - Replacement 

Fokker F28 Series Aeroplanes 
2012-0239 - Placards and Markings - Passenger Compartment Exit Signs - Replacement 

2012-0240 - Fuel - Centre Wing Tank Maximum Level Sensor Wiring - Modification [Fuel Tank Safety] 

2012-0241 - Fuel - Main Fuel Tanks Wiring - Modification [Fuel Tank Safety] 

2012-0242 - Fuel - Fuel Tanks - Modification [Fuel Tank Safety] 

Fokker F100 (F28 Mk 100) Series Aeroplanes 
2012-0240 - Fuel - Centre Wing Tank Maximum Level Sensor Wiring - Modification [Fuel Tank Safety] 

2012-0241 - Fuel - Main Fuel Tanks Wiring - Modification [Fuel Tank Safety] 

2012-0242 - Fuel - Fuel Tanks - Modification [Fuel Tank Safety] 
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Turbine Engines  
Rolls Royce Germany Turbine Engines - BR700 Series 

2012-0230 - Engine - High Pressure Compressor Rotor Disc Assembly - Removal 

Rolls Royce Turbine Engines - Tay Series 
2012-0234 - Engine - Low Pressure Compressor / Rotor Blades - Inspection 

Rolls Royce Turbine Engines - RB211 Series 
2009-0243R3 (Correction) - Engine - Front Combustion Liner Inner Wall - Inspection 

Rolls Royce Turbine Engines - RB211 TRENT 700 Series 
2009-0243R3 (Correction) - Engine - Front Combustion Liner Inner Wall - Inspection 

Rolls Royce Turbine Engines - Viper Series 
2012-0243 (Correction) - Engine - Critical Parts - Reduction of Cyclic Life Limits 

Turbomeca Turbine Engines - Makila Series 
2012-0231 - Engine Indicating - N2 Sensor Harness - Replacement 
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