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CASA AD Biweekly 26/2012 - 21 December 2012 
The Civil Aviation Safety Authority has published the following Airworthiness Directives between  
14 December and 21 December 2012. 

Rotorcraft  
Agusta AB139 and AW139 Series Helicopters 

2012-0262 - Landing Gear - Nose Landing Gear Arm Pin Installation - Inspection 

Eurocopter BK 117 Series Helicopters 
2012-0263 - Lighting - Flight Control Display System Wire Harness - Modification 

Below 5700 kgs  
Diamond DA42 Series Aeroplanes 

2012-0269 - Power Plant - Air Intake / Induction Filter Icing - AFM Revision 

Pilatus Britten-Norman BN-2 Series Aeroplanes 
2012-0270 - Fuel System - Tank Filler Cap and Receptacle - Inspection / Replacement 

Above 5700 kgs  
Airbus Industrie A319, A320 and A321 Series Aeroplanes 

2012-0236R1 - Navigation - Angle of Attack (AoA) Sensors - Replacement 

2012-0264-E - Airplane Flight Manual - Blocked Angle of Attack Sensor - Operational Procedure 

Boeing 747 Series Aeroplanes 
2012-24-10 - Integrated Display Units 

Bombardier BD-700 Series Aeroplanes 
CF-2012-32 - Ice Protection System - Inability to Detect Number 2 Pitot Static Probe Heater Failure 

Bombardier (Boeing Canada/De Havilland) DHC-8 Series Aeroplanes 
CF-2012-33 - In-Flight Operation of Propellers In Beta Range 

Gulfstream (Grumman) G1159 and G-IV Series Aeroplanes 
2012-25-07 - Flap/Stabiliser Electronic Control Unit (FSECU) 

Turbine Engines  
Rolls Royce Turbine Engines - RB211 Series 

2012-0265 - Engine - Critical Parts - Life Limits 

2012-0266 - Engine - Low Pressure Turbine Stage 2 Discs - Life Limits 
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Equipment  
Propellers - Variable Pitch - Dowty Rotol 

AD/PR/40 Amdt 1 - Propeller Backplate Sealant - CANCELLED 

2009-0114R1 (Correction) - Propellers - Backplate Assembly - Sealant Application 


