
 

Page 1 of 2 

 

CASA AD Biweekly 20/2012 – 4 October 2012 
The Civil Aviation Safety Authority has published the following Airworthiness Directives between  
20 September and 4 October 2012. 

Rotorcraft  

Agusta A109 Series Helicopters 

2012‐0195‐E (Correction) ‐ Tail Rotor ‐ Tail Rotor Duplex Bearing Ring Nut ‐ Inspection 

Eurocopter AS 332 (Super Puma) Series Helicopters 

2012‐0206 ‐ Equipment and Furnishings ‐ EADS SOGERMA Flight Crew Seats ‐ Inspection / 
Replacement 

Eurocopter AS 350 (Ecureuil) Series Helicopters 

2012‐0205 ‐ Doors ‐ Sliding Door Lower Ball‐joint ‐ Modification 

Eurocopter AS 355 (Twin Ecureuil) Series Helicopters 

2012‐0205 ‐ Doors ‐ Sliding Door Lower Ball‐joint ‐ Modification 

Eurocopter BK 117 Series Helicopters 

AD/GBK 117/11 Amdt 1 ‐ Tension‐Torsion Straps ‐ CANCELLED 

2012‐0196 ‐ Time Limits and Maintenance Checks ‐ Airworthiness Limitation Items ‐ Amendment 

Eurocopter EC 225 Series Helicopters 

2012‐0206 ‐ Equipment and Furnishings ‐ EADS SOGERMA Flight Crew Seats ‐ Inspection / 
Replacement 

Eurocopter SA 360 and SA 365 (Dauphin) Series Helicopters 

2012‐0206 ‐ Equipment and Furnishings ‐ EADS SOGERMA Flight Crew Seats ‐ Inspection / 
Replacement 

Below 5700 kgs  

GippsAero GA200 Series Aeroplanes 

AD/GA200/1 Amdt 1 ‐ Wing Strut Bolt 

Reims Aviation F406 Series Aeroplanes 

2012‐0202 ‐ Fuselage ‐ Nose Landing Gear Attachment Bracket ‐ Inspection / Replacement 

Above 5700 kgs  

Airbus Industrie A319, A320 and A321 Series Aeroplanes 

2012‐0198 ‐ Fuel System ‐ Centre Tank Fuel Pump Control Circuit ‐ Modification 
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Airbus Industrie A380 Series Aeroplanes 

2012‐0200 ‐ Doors ‐ Upper Deck Door Visual Indication Mechanism ‐ Replacement 

Avions de Transport Regional ATR 72 Series Aeroplanes 

2012‐0192 (Correction) ‐ Nacelles and Pylons ‐ Engine Shock Mount Pick‐up Fittings ‐ Inspection / 
Replacement 

Avions de Transport Regional ATR 42 Series Aeroplanes 

2012‐0193 ‐ Airworthiness Limitation Items ‐ Structural Significant Item Tasks ‐ Amendments 

Boeing 737 Series Aeroplanes 

AD/B737/129 ‐ Aft Pressure Bulkhead Web ‐ CANCELLED 

2012‐18‐13 ‐ Fatigue Cracks ‐ Aft Pressure Bulkhead ‐ Inspection 

2012‐19‐11 ‐ Cabin Altitude Pressure Switch and Aural Warning Module 

British Aerospace BAe 146 Series Aeroplanes 

2012‐0191 ‐ Time Limits / Maintenance Checks ‐ Nose Landing Gear Main Fitting Life Limitation ‐ 
Implementation 

Cessna 750 (Citation X) Series Aeroplanes 

2012‐18‐16 ‐ Auxiliary Power Unit ‐ Generator Control Unit (GCU) Replacement 

Dornier 328 Series Aeroplanes 

2012‐0183R1 ‐ Doors ‐ Passenger Door Hinge Supports ‐ Modification 

Piston Engines  

Lycoming Piston Engines 

AD/LYC/117 Amdt 2 ‐ Lycoming Crankshaft Replacement ‐ CANCELLED 

2012‐19‐01 ‐ Lycoming Crankshaft Replacement 

Turbine Engines  

Rolls Royce Turbine Engines ‐ Tay Series 

2012‐0204 ‐ Engine ‐ Low Pressure Compressor Disc Assembly Life Limitation ‐ Implementation 

Rolls Royce Turbine Engines ‐ RB211 TRENT 700 Series 

2012‐0201 ‐ Engine ‐ High / Intermediate Pressure Turbine Bearing Support Structure ‐ Inspection / 
Modification 


