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CASA AD Biweekly 5/2016 – 3 March 2016 
The Civil Aviation Safety Authority has published the following Airworthiness Directives between  
19 February and 3 March 2016. 

Rotorcraft 

Aircraft - General 
AD/GENERAL/37 Amdt 10 - Emergency Exits 

Helicopteres Guimbal Cabri G2 Series Helicopters 
2016-0032 - Time Limits / Maintenance Checks - Airworthiness Limitation Section - Amendment / 
Implementation 
2016-0033 - Powerplant - Engine Cooling Fan - Replacement / Inspection 

MD Helicopters (Hughes) 369, 500N and 600N, and Kawasaki 369 Series Helicopters 
2016-04-15 - Main Rotor Blade Attach Pin 

Below 5700 kgs 

Aircraft - General 
AD/GENERAL/37 Amdt 10 - Emergency Exits 

Pacific Aerospace 750XL Series Aeroplanes 
DCA/750XL/7B - MCTOW Limitation and Wing Modification 

Pilatus Aircraft PC-12 Series Aeroplanes 
2016-0037 - Wings - Wing-To-Fuselage Attachment Torlon Plates - Inspection 

Above 5700 kgs 

Aircraft - General 
AD/GENERAL/37 Amdt 10 - Emergency Exits 

Bombardier BD-700 Series Aeroplanes 
CF-2016-06 - Flight Controls - Aileron & Rudder Control System - Cable Tension Relaxation 

Boeing 737 Series Aeroplanes 
2016-04-06 - Air Distribution System Configuration - Repetitive Inspection to Detect Latent Failures 
2016-04-20 - Fuel - Lightning Protection 

Boeing 747 Series Aeroplanes 
2016-04-02 - Widespread Fatigue Damage of Fuselage Skin Lap Joints 
2016-04-03 - Nose Cargo Door Portal Inspection 
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2016-04-18 - Crown Skin Under Dorsal Fairing 

Boeing 757 Series Aeroplanes 
2016-04-24 - Main Deck Cargo Door 
2016-04-20 - Fuel - Lightning Protection 

Boeing 767 Series Aeroplanes 
2016-04-07 - Fuselage Splice Fitting Inspection 
2016-04-20 - Fuel - Lightning Protection 

Boeing 777 Series Aeroplanes 
2016-04-17 - Fuselage Skin Lap Splices 
2016-04-20 - Fuel - Lightning Protection 

Boeing 787 Series Aeroplanes 
2016-04-08 - Fastener Holes - Overwing Flex-tees at Wing-to-Body Interface - Inspection 
2016-04-23 - Door Number 1 Tie Rod and quick Release Pins 

Fokker Services F27 Series Aeroplanes 
2016-0030 - Nacelles / Pylons - Engine Nacelle Stringers - Inspection 

Fokker Services F50 (F27 Mk 50) Series Aeroplanes 
2016-0030 - Nacelles / Pylons - Engine Nacelle Stringers - Inspection 

Fokker Services F100 (F28 Mk 100) Series Aeroplanes 
2016-0029 - Fuselage - Upper Fuselage Skin External Doublers at TCAS Antenna Position - Inspection 

Turbine Engines 

CFM International Turbine Engines - CFM56 Series 
2016-0039 - Engine - Low Pressure Turbine Rear Frames - Inspection / Replacement 

General Electric Turbine Engines - GEnx Series 
2016-04-11 - HPT Rotor - Stage 1 Blades - Inspection and Conditional Removal 

Rolls Royce Deutschland Turbine Engines - BR700 Series 
2016-0034 - Engine - Low Pressure Turbine Fuel Shut-Off Pawl Carrier Pivot Pin - Replacement 

Rolls Royce Turbine Engines - RB211 Series 
2016-0031 - Engine / Critical parts - Engine Health Check and Revised Operating Procedures / Critical 
Part Identification and Replacement 

Equipment 

Airconditioning Equipment 
AD/AIRCON/9 Amdt 8 - Combustion Type Cabin Heaters 

Cockpit Voice and Flight Data Recording Systems 
AD/REC/1 Amdt 3 - Maintenance of Cockpit Voice Recording Systems 
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Compressed Gas Cylinders 
AD/GAS/1 Amdt 10 - Inspection, Test and Retirement 

Emergency Equipment 
AD/EMY/2 Amdt 7 - Life Jackets and Inflatable Flotation Devices 
AD/EMY/4 Amdt 7 - Life Rafts 

Propellers - Fixed Pitch 
AD/PFP/1 Amdt 3 - Wooden Propellers - Inspection - CANCELLED 

Propellers - General 
AD/PROP/2 Amdt 4 - Feathering Propellers - Functional Check 

Radio Communication (including Emergency Transmitters and Navigation Equipment) 
AD/RAD/47 Amdt 3 - Periodic Testing of ATC Transponders 

Supplementary Equipment (including Rescue Hoists) 
AD/SUPP/8 Amdt 1 - Towing Release System 
AD/SUPP/16 Amdt 1 - Electrical Hoist Assemblies - Earth Bonding Testing 


