Australian Government

Civil Aviation Safety Authority

CASA AD Biweekly 19/2016 — 15 September 2016

The Civil Aviation Safety Authority has published the following Airworthiness Directives between
2 September and 15 September 2016.

Lighter Than Air

Hot Air Balloons

2016-17-04R1 - Fuel - Burner and Fuel Hoses - Identification / Replacement (Applicable to FAA Type
Certificated balloons only)

Rotorcraft
Airbus Helicopters (Eurocopter) EC 120 Series Helicopters

2016-0180 - Equipment & Furnishings - Emergency Floatation Gear Lighting and Ancillary Control Unit
(LACU) Pushbutton - In-Flight Check / Replacement

Above 5700 kgs

Airbus A319, A320 and A321 Series Aeroplanes

2016-0176 (Correction) - Airborne Auxiliary Power - Auxiliary Power Unit Starter Motor and Air Intake
System - Inspection / Cleaning

2016-0181 - Wings - Centre Section / Pressurized Floor Fittings at Frame 36 Junction - Inspection /
Modification

2016-0182 - Doors - Main Landing Gear Door Actuator Fittings - Inspection / Replacement

2016-0184 - Flight Controls - Trimmable Horizontal Stabilizer Actuator - Inspection / Replacement
(Life Limitation)

2016-0018R1 - Landing Gear - Main Landing Gear Side Stay Assemblies - Replacement / Modification

Boeing 737 Series Aeroplanes
2016-18-15 - Aft Pressure Bulkhead - Inspection

Boeing 747 Series Aeroplanes
2016-18-04 - Forward Engine Mount Barrel Nuts - Inspection/Replacement

Boeing 767 Series Aeroplanes
2016-18-06 - Escape Slide Regulator Valves - Modification

Bombardier DHC-8 Series Aeroplanes

CF-2016-27 - Equipment and Furnishings - Instrument Panel - Pilot and Co-pilot Wiring Shroud
Inspection and Modification

Gulfstream Aerospace G1159, G-IV and GV Series Aeroplanes
2016-18-11 - Main Landing Gear (MLG) Actuator End Cap Fitting - Replacement Interval
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Turbine Engines

International Aero Engines AG (IAE) V2500 series
2016-18-10 - HPT Stage 1 and HPT Stage 2 Hub Inspections
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