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CASA AD Biweekly 7/2017 – 6 April 2017 
The Civil Aviation Safety Authority has published the following Airworthiness Directives between  
24 March and 6 April 2017. 

Rotorcraft 

Airbus Helicopters (Eurocopter) AS 350 and EC 130 Series Helicopters 

2017-0052 - Engine Controls - Switches 53Ka, 53Kb and 65K - Inspection / Modification 

Airbus Helicopters (Eurocopter) SA 360 and SA 365 Series Helicopters 

2017-0055 - Fuselage - Cowlings and Fairings - Inspection 

Bell Helicopter Textron Canada (BHTC) 429 Series Helicopters 

CF-2015-16R2 - Tail Rotor - Pitch Link Spherical Bearing Accelerated Wear 

Sikorsky Aircraft Corporation (Schweizer/Hughes) 269 Series Helicopters 

2017-07-02 - KAflex Drive Shafts - Inspection / Removal From Service 

Below 5700 kgs 

Cessna 400 Series Aeroplanes 

PAD/CESSNA 400/92 Amdt 2 - Wing Front Spar Lower Attachment Fittings 

Above 5700 kgs 

Airbus A330 Series Aeroplanes 

2015-0124R3 - Flight Controls - Flight Control Primary Computer - Modification / Replacement 

BAe Systems (Operations) Jetstream 3100 and 3200 Series Aeroplanes 

2017-0053 (Correction) - Landing Gear - Main Landing Gear / Pintle to Cylinder Interface – Inspection 
AD/JETSTREAM/69 Amdt 4 - Main Landing Gear Pintle to Cylinder Interface - CANCELLED 

Boeing 737 Series Aeroplanes 

2017-06-14 - Horizontal Stabilizer Lower Skin Cracking 

Boeing 787 Series Aeroplanes 

2017-06-09 - Fuselage - Fire Block and Fire Blocking Tape - Installation 

Bombardier DHC-8 Series Aeroplanes 

CF-2014-45R2 - Nacelle - A-Frame Structure - Insufficient Fillet Radius and Fouling with Main Landing 
Gear Stabilizer Brace and the Electrical Wiring Harnesses 
CF-2016-31R1 - Landing Gear - Dynamic Response of Main Landing Gear System to External Loads 
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Cessna 680 (Citation Sovereign) Series Aeroplanes 

2017-06-13 - Fuselage - Aft Canted Bulkhead - Inspection / Repair / Modification 

Gulfstream Aerospace G150 Series Aeroplanes 

ISR-I-52-2017-03-28 - Adjustment of Main Entry Door Closed and Locked Indication Microswitch 

M7 Aerospace (Fairchild / Swearingen) SA226 and SA227 Series Aeroplanes 

2017-07-01 - Power Lever Linkage to the TPE331 Engine Propeller Pitch Control - Inspection / 
Replacement / Rework 


